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Defoamer 7

Product Name
Defoamer7








Shipping Name

Resin solution

UN Number

1866

DG Class


3

Packaging Group

11

Hazchem Code 

3(Y)E

Product Use

Foam control agent

Physical Data

Appearance

Colourless liquid.

Boiling Point

77oC (ethyl acetate)

Specific Gravity (20oC)
0.96 (approx.)

Flash Point

-4oC

Viscosity

 
500 –1000 mPa.s (25oC)

Explosion Data
May form flammable / explosive vapour / air mixtures. Flammable liquid. Highly reactive. May cause fire or explosion. Heating may cause violent combustion or explosion.

Solubility in water
practically insoluble. 

Other Properties

Rel. Vapour Density 
3.0 (ethyl acetate)

Materials to avoid

Avoid contact with hot surfaces and flames.




Avoid oxidising materials and strong oxidising agents.

Other Information

On heating to temperatures above 40oC harmful vapours is released.

Ingredients

Name



CAS


Proportion


Butyl acrylate-vinyl isobutyl 

ether copolymer


Proprietary

ca. 50%


Ehyl acetate


141 78 6


ca. 50%

HEALTH HAZARD INFORMATION 

Health Effects

Ingestion 
Ingestion of large amounts may result in abdominal pains and discomfort. Non-harmful.

Eye


Irritant

Skin


May cause slight irritation.

Inhalation

Harmful. May cause headaches, dizziness, and possible nausea.

Chronic


Chronic effects are not known.

First Aid

Ingestion
Rinse mouth. DO NOT INDUCE VOMITTING. Drink plenty of water. Never give an unconscious person anything to drink. Contact a doctor  or transport to hospital for treatment.

Eye
Irrigate with copious quantities of water for 15 minutes. Seek medical advice urgently.

Skin
Remove contaminated clothing and wash before reuse. Wash with plenty of soap and water. If irritation occurs seek medical advice.

Inhalation
Remove  from exposure and keep at rest until fully recovered. If loss of consciousness or breathing difficulty occurs, take to hospital or seek medical attention.
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PRECAUTIONS FOR USE

This product contains ethyl acetate and residual traces of butyl acrylate, acetaldehyde and n-butanol.

Exposure Limits

Name



TWA








mg/m3
ppm




Acetaldehyde


180
100




Butyl acrylate


55
10




Ethyl acetate


1440
400




n-Butanol



152
50

Engineering Controls
Ensure good ventilation at the workstation. Maintain concentration below recommended exposure limits. Local exhaust ventilation is recommended when appropriate to control exposure.  A properly fitted WORKSAFE AUSTRALIA (NOHSC) approved respirator may be necessary. 

Personal Protection

Respirator Type 

(AS 1716)
If vapour is released : filtering respiratory protective devise with a specific gas canister.


Protective Equipment
Eye /Face 
- Chemical safety goggles. A face shield may also be   

                                                
                   necessary.


Skin

- Rubber or PVC gloves, overalls.

Personal
- Launder all contaminated clothing before reuse, or       discard. Wash thoroughly after handling this material.

FIRE AND EXPLOSION HAZARD

Fire Hazard
Flammable liquid. Vapours may ignite, resulting in a flash fire. Closed containers may explode due to build up of pressure, when exposed to extreme heat. Earth all container to reduce the possibility of sparks from static electricity.

Reactivity Data
No decomposition if correctly stored and handled.

Fire fighting
Fire fighters should wear self-contained breathing apparatus and full protective clothing. If there is a risk of exposure to products of combustion or decomposition, consider evacuating the immediate area.

Extinguishing Media


Foam, Powders, Carbon Dioxide, Dry ice, and Aqueous film forming foam.

Hazchem code 
3 [Y]E

SAFE HANDLING INFORMATION

Storage And Transport

Storage Precautions:-

Store in accordance with all regulations relevant to Class 3 liquids. Keep in cool well-ventilated area, away from sources of ignition. Take precautionary measures against static discharges. 




Storage conditions :

- Keep  the container tightly closed 






- Keep at temperatures below 25oC                                                                                  

- Keep out of direct sunlight                                                                                              

- Avoid oxidising materials.

Transport



Class 3 (Flammable Liquids):  Not to be loaded on the same vehicle or freight container as: Explosives (class 1), flammable gases (class 2.1), poisonous gases (class 2.3), spontaneously combustible material (class 4.2), oxidising agents (class 5.1), organic peroxides (class 5.2), and radioactive substances (class 7).
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Storage Regulations



VICTORIA: Comply with ‘Dangerous Goods ( Storage and Handling) Regulations’ 1989.



NSW
   :  Comply with ‘Dangerous Goods Regulation No. 78

Handling



REGULATIONS;



VICTORIA: - Comply with ‘Dangerous Goods ( Storage and Handling) Regulations’ 1989



NSW
   : - Comply with ‘Dangerous Goods Regulation No. 78.’



Technical measures:  Earth all equipment.  Install a retention tank.



Only use materials resistant to solvents and hydrocarbons.



Measures:   Smoking is forbidden.  Avoid contact with hot surfaces.



Safe handling advice:



Do NOT vaporise near a flame or a very hot object.

Do NOT expose to heat.

Ensure that there is a suitable ventilation system.

Shipping Name (CSN)
RESIN SOLUTION

Spills and Disposal

Spills and Leaks
Do not smoke. Use spark free implements. Extinguish all sources of ignition. Increase ventilation to the maximum. Wear protective gear, Goggles, gas mask, rubber gloves and overalls. Absorb with sand, or vermiculite. Collect and seal in properly labelled containers for subsequent safe disposal by controlled incineration according to local regulations.


Discharge into drains and rivers is forbidden.

Other Information

Ecological Effects
Behaviour in the environment:

Insoluble in water and can be separated from water mechanically in effluent treatment plants.


Inhibition of degradation activity in activated sludge is not to be anticipated during correct introduction of low concentrations.   The high viscosity of the polymer can cause difficulty in pipe work and effluent treatment plants. Do not discharge product into watercourses without effluent treatment. Discharge effluent in accordance to local regulations. The solvent is biodegradable.


Toxicity to fish (ethyl acetate): LC50   100 – 500 mg/L/48 h  (Leuciscus idus)


Marine Pollutant : No

Safety Statement
S25 Avoid contacts with eyes.  S43 In case of fire, use foam, powders, carbon dioxide (CO2), dry ice, AFFF

Hazard Category
Harmful 

Technical Data 
A Technical Data sheet for this product is available upon request.

References 
1. Commonwealth of Australia, ‘ Australian Code for the Transport of Dangerous Goods by Road and Rail,’ 5th Ed., AGPPS, Canberra, 1992.

2. Exposure Standards for Atmospheric Contaminants in the Occupational Environment (may 1995)

BASF Aktiengesellschaft Safety Data sheet ED 00258-3 (January 1996)

The information contained in this document is based on our current knowledge of the health and safety data on this product at the time of publication.  The product must not be used for any purpose other than that for which it is intended. Smart Chemicals assumes no obligation or liability based on recommendations either for results obtained or injuries deriving from the handling, processing or use of the product concerned, which, in all cases, shall be in accordance with the appropriate regulations and/or legislation.

