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Surfactant WA 99

Product Name
Surfactant WA 99








Product Use

Surfactant

Physical Data

Appearance

Clear, pale yellow liquid.

Specific Gravity (25oC)
1.0 (approx.)

Flash Point

30oC  (Not classified as hazardous)

Solubility in water
Soluble. 

Other Properties

Chemical Name

Sodium sulpho-, 1,4,-Bis (2 Ethyl Hexyl ) Succinate

Ingredients

Name



CAS


Proportion


Di-2 ethyl hexyl sulphosuccinate
577 11 7


50  - 60 %




Water



7732 18 5

10  - 30 % 




Ethyl Alcohol


64 17 5


10  - 20 %




2 Ethyl Hexyl Alcohol

11 87 5


  1 – 2  %

HEALTH HAZARD INFORMATION 

Health Effects

Ingestion 
Harmful if swallowed. Liable to cause nausea, vomiting, diarrhoea, intoxication.

Eye


Severe Irritant

Skin
May cause severe irritation. Will de-fat skin. Prolonged or repeated contact may lead to dermatitis.

Inhalation

Inhalation of vapour may cause headaches, dizziness, and possible nausea..

First Aid

Ingestion
Rinse mouth. DO NOT INDUCE VOMITTING. . Do not attempt to give anything by mouth to an unconscious person. Give water or milk to drink. Contact a doctor for treatment

Eye
Irrigate with copious quantities of water for 20 minutes. Seek medical advice as soon as possible.

Skin
Remove contaminated clothing. Wash affected areas with plenty of soap and water. Seek medical advice if effects persist.

Inhalation
Remove from exposure and keep at rest until fully recovered. If loss of consciousness occurs or breathing difficulty occurs take to hospital.

PRECAUTIONS FOR USE

Exposure Limits

Name



TWA                      TWA Footnote








mg/m3
ppm




Ethyl alcohol



1000
ACGIH TWA




Inert fillers

Surfactant WA 99

Exposure Information
No exposure limits assigned to the product.  However it does contain ethyl alcohol 




Which has the following exposure limits:




TWA : 1000 ppm, 1900 mg/m3.

Exposure Standard (TWA) is the time weighted average airborne concentration over an 8-hour working day, for a 5-day week over an entire working life. According to current knowledge, this concentration should neither impair the health of, nor cause undue discomfort to nearly all workers.

Engineering Controls
Use with adequate ventilation. Maintain concentration below recommended exposure limits. Local exhaust ventilation may be necessary. 

Personal Protection

Protective Equipment
General safe work practice should be observed. Do not smoke, eat or drink in the work area.




Eye -
Safety goggles.




Skin-
Rubber or PVC gloves & overalls.




Respiratory-
Not normally required, however, have appropriate respirator for 




Use in emergencies such as fires or spills.




Ventilation-
Provide adequate ventilation to remove ethanol vapours.

FIRE AND EXPLOSION HAZARD

Fire Hazard
Escaping vapours may ignite and result in a flash fire. Closed containers may explode due to build up of pressure, when exposed to extreme heat.
Extinguishing Media


Foam, Powders, Carbon Dioxide, Dry chemical and Aqueous film forming foam. Use water to cool containers exposed to extreme heat.

Decomposition Products


Include toxic fumes of sulphur dioxide & carbon monoxide. Keep up-wind or wear breathing apparatus.

Hazardous Reaction 

Stable material.  Incompatible with oxidising or reducing agents.

Avoid sources of ignition and excessive heat.

SAFE HANDLING INFORMATION

Storage And Transport

Storage Precautions


Store in cool, dry area with adequate ventilation. Keep containers closed at all times. Store away from sources of heat and ignition.




Spills and Disposal

Spills and Leaks
Extinguish all sources of heat and ignition. Increase ventilation to the maximum.. Presents slipping hazard on floors. Wipe or absorb with sand, or vermiculite for disposal according to local regulations. Wash all surfaces with water. Prevent run off to natural courses.

Other Information

Toxicology
No LD50 data available for the product.

Surfactant WA 99

Packaging & 

Labelling

Keep in original airtight containers. Ensure label is intact and legible

Transport

Sea & Air  -  Transport as Class 3 Flammable Liquid N.O.S. (contains ethanol) UN 1993. 




      Packaging Group 111.




Not to be loaded on the same container as :-

Explosives (class1), flammable gases (class 2.1), poisonous (class 2.3), spontaneously combustible material (class 4.2), oxidising agents (class 5.1), organic peroxides(class5.2), and radioactive substances (class7)

Victoria
: Comply with “Dangerous Goods (Storage & Handling) Regulations” 1989.

NSW
: Comply with “Dangerous Goods Regulations No. 78.”

The information contained in this document is based on our current knowledge of the health and safety data on this product at the time of publication.  The product must not be used for any purpose other than that for which it is intended. Smart Chemicals assumes no obligation or liability based on recommendations either for results obtained or injuries deriving from the handling, processing or use of the product concerned, which, in all cases, shall be in accordance with the appropriate regulations and/or legislation.

