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                                    Surfactant DO

Description: 

Surfactant DO is stable liquid polyglycol ester..




Application:

Surfactant DO is designed for use as a viscosity modifier, emulsifier and foam control agent for a variety of industries.

· Viscosity modification of PVC plastisol.

· In latex paints it acts as a viscosity stabiliser, improves freeze thaw stability, flow and levelling properties and uniformity of colour development.

· Foam Control Agent for yeast and alcohol production from molasses substrate.

· Emulsifier and coupling agent for oil, fats and solvents. 
· Emulsifier and thickener in  Personal Care
· Emulsifier and lubricant in Metal working.                     

Typical

Properties:

Appearance


:
Amber liquid.




Activity


: 
100 %

Specific Gravity (20oC)
:
0.99 (approx.)




Viscosity (25o)

:
50 – 150 cPs  




Acid Value


:
< 10
Benefits:

Excellent emulsifier for both oil-in-water and water–in–oil systems.

· Compatible with most synthetic emulsifiers, including anionic, cationic and non-ionic types.

· Excellent high temperature stability.

· Excellent stability in hard water, acids and alkalis.

· Low toxicity and readily biodegradable
Method Of 

Use:
Surfactant DO is relatively hydrophobic in character and is used as received.

Concentrations will depend on particular application.

As a foam control agent 0.1 – 0.5 % is adequate for most applications.

As an emulsifier 5 – 10 % is normally adequate.

As a viscosity modifier or stabiliser 1 – 2 % should suffice.

Packing:

200 litre and 20 litre containers.

The information contained in this document is given in good faith based on our current knowledge; it is in no way binding. Smart Chemicals assumes no obligation or liability based on recommendations either for results obtained or injuries deriving from the use of its products. Users are to ensure that they are in possession of the latest Material Safety Data Sheets. 
